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Stave Core

Door construction.
OUR CAPTIVA WOOD DOORS SHOWCASE THE WELL-CRAFTED BEAUTY OF THE FINEST WOOD DOOR. A BLEND OF PRECISION 

ENGINEERING AND OLD WORLD CRAFSTMANSHIP GO INTO EVERY DOOR TO ENSURE THE HIGHEST QUALITY CONSTRUCTION FOR ANY 

DOOR CONFIGURATION.

Stiles:

5" (residential)

6" (commercial)

Top Rail:

5" (residential)

7" (commercial)

Lock Rails:

8½"

Bottom Rail:

9½" (residential)

10" (commercial)

Standard Stile and Rail Dimensions
Below are the standard stile and rail dimensions that we use when constructing our Captiva doors. If your project requires specific stile or 
rail dimensions, our Captiva team is available to work with you. Note: Dimensions include sticking. Certain hardware and prep requires 
larger stiles (i.e. mortise pockets). Doors built below standard dimensions may void warranty.

Stile and rail doors.
Joinery
Depending on the door style, door shape, and other details, the Captiva shop will construct your custom door with either beaded mortise and 
tenon joinery, or traditional mortise and tenon. In all cases, doors are constructed to the highest specifications to ensure they remain straight 
and true for years to come. 

Stave Core Stiles
with 1/8" Veneers

Solid Rails

Beaded Mortise and Tenon
Tight fitting beaded mortise and tenon 
joinery is far superior to the doweled joints 
that most other door manufacturers use. 
Our beaded mortise and tenon provides 
more surface area for glue adhesion vastly 
increasing the strength of the joint. 

Traditional Mortise and Tenon
Simple and strong, the mortise and 
tenon joint has been used for millennia 
by woodworkers around the world to 
join two pieces of wood.

Stave Core Construction
This environmentally 
friendly method of 
construction uses stable, 
wood core sandwiched 
between solid veneers and 
matching edges for a stile 
and rail construction that 
is superior at preventing 
warping or distortion. 
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CAPTIVA FLUSH DOORS REFLECT MODERN DESIGN ELEMENTS AND OFFERED IN OUR WIDE RANGE OF DOOR STYLES AND SPECIES 

FROM PAINT GRADE TO STAIN GRADE. CAPTIVA FLUSH DOORS ARE AVAILABLE FOR BOTH INTERIOR AND EXTERIOR APPLICATIONS.

Flush doors.

With no stile or rail, Captiva flush doors are constructed with a stave core, 
hardwood edges and 1/8" wood veneers. For crossbuck or other details, doors 
are inlaid to create a stronger bond.

Grooved (Square, V-Grooved, or Beaded) or inlaid doors require 1/4" veneers.

See page 47 for modern flush door styles; grooved and beaded panel designs 
on page 50 and barn door styles on page 54.

8150 Door, 
White Oak

Modified 8408 Door,  
Walnut


