
Our Signature
CUSTOM THICK HARDWOOD MANTELS

Our signature hardwood mantels are skillfully 

handcrafted in our woodworking shop in 

Somerset, MA. Mantels are built to order, 

allowing for custom species and widths. 

Each mantel is shipped with an angled wall 

cleat to make installation a breeze. The 

mantel cleat slides onto the wall cleat, locking 

it in place. 

Our custom thick hardwood mantels 

can make a room look modern or rustic 

depending on the wood species and finish.

Features:
•	 3/4" Sides (1" Max) 

•	 Lock Miters on all corners

•	 Solid End Caps (choose grain direction)

•	 Custom Widths Available

•	 Custom Species Available 

•	 Easy to Install (see next page)

Captiva Custom Mouldings are built at North Atlantic Corp (NAC) in 
Somerset, MA. When you choose Captiva Custom Mouldings, not only are 
you guaranteed handmade millwork that will add beauty to your home for 

years to come, you are also helping to employ local craftsmen and artisans.

Scan the code to visit CaptivaCustom.com
Phone: 508-235-4224
Email: captiva@northatlanticcorp.com

Contact Us



INSTALLATION INSTRUCTIONS
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You will need: Drill, Screw Gun, Tape Measure, 
4' Level, Caulking Gun, Screws, Stud Finder, 
and Wall Anchors (if needed)

Unscrew the cleat. (The screw can be 
discarded - for shipping purposes only).

The cleat is marked for the side that will be 
mounted to the wall. Detail shows the angle 
where the mantel will slide and lock on.

Locate the studs.

Line up the mantel and slide onto the wall-
mounted cleat.

Mark on the wall for center, where the top of 
the mantel will be, and the measurement for the 
bottom of cleat (from Step 2).

Mark the outside of the cleat to match the stud 
measurements.

Gently push down to lock mantel into place.

Draw a level line on the wall.

Screw the cleat to the wall. (The shorter side 
marked ‘wall’ mounts to the wall). 

Check for level. If the wall is not straight, use 
caulk to fill in any gaps.

Take the measurement from the cleat to the top 
of the mantel.



CUSTOM THICK MANTEL ORDER FORM

ORDER# / JOB NAME: _____________________________________

WOOD SPECIES: __________________________________________

Notes: Mantels will be made with 3/4" sides unless otherwise specified. Max thickness = 1"

A = ___________

B = ___________

C = ___________



Scan the code to visit CaptivaCustom.com
Phone: 508-235-4224
Email: captiva@northatlanticcorp.com

Contact Us

CUSTOM HARDWOOD FAUX BEAM WRAPS 

CUSTOM HARDWOOD COLUMN WRAPS

CUSTOM HARDWOOD THICK STAIR TREADS 

APPLIED LOCK MITER STAIR NOSING

Also available:


